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The most reasonable enterprise-ready mobile computer.
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Specification

SL10K-N SL10K-W

CPU 1.44 GHz Quade-core processor
oS Android 8.1
Performance
RAM 2GB
ROM 16GB
CMCC5M :
DATA LTE 1/2/3/4/7/17/20/38/39/40/41
WWAN WCDMA 1/2/5/8 Not Applicable
Frequency  1p.scDMA 34/39
GSM 2/3/5/8
WLAN IEEE 802.11 a/b/g/n, Frequency 2.4G+5.8G dual band WIFI
Scanner 1D/2D 1D Laser, 2D Imager (SE4710)
Pixels 8.0 M(Rear), 2.0 M(Front)
Camera
Flash LED Flash
GPS GPS with A-GPS (Glonass, BeiDou) Not Applicable
) Bluetooth Bluetooth Class 4.0 LE
Option
Frequency NFC (13.56MHz)
RFID
Type Peer-to-peer, card reader, card emulation ISO 14443 A/B, ISO 15693
Display Size 4.0" WVGA
Touch Panel Capacitive touch
Keypad 17 physical key + 2 side scan + volume
Battery Standard Li-ion 3.8V 4,400mAh
Interface UsB Micro USB and USB-C via Cradle
Extended Slot Micro SD (up to 128GB)
SIM/SAM 1 SIM
Operating -10°C to 50°C
Temperature
Storage -30°C to 70°C
Envitjos:rrnent Humidity 0% to 95% non-condensing
Drop 1.2M / 1.5M (with Boots)
Sealing IP65
Dimension 155.8 X 72 X25mm
Physical
Weight 292¢g
L]
Accessories
(Appearance can be changed.)
Protecting boot for SL10K Charging Cradle Trigger Handle
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